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Resinous Coating Systems
Maintenance Suggestions

Epoxy Flooring

TMI CHEM-RESIST is a combination of epoxy resins 
and special aggregate applied as a seamless, monolithic 
surface topping.  It cures into a glossy, non-porous 
surface that is chemical resistant and long wearing with 
only a minimum amount of maintenance.  Chemical spills 
should be cleaned up immediately.  By instituting a 
scheduled cleaning program, the floor will continue to 
look and perform as it did when it was first installed.

Pitting:  In a kitchen environment if the floor is not 
cleaned properly it will begin to form pits.  As normal 
wear occurs, some of the aggregate is removed or 
fractured from the polymer network.  These areas 
become a hiding place for bacteria.  The bacteria will 
grow and generate strong organic acid byproducts.

CLEANING MATERIAL
The recommended cleaner for areas with heavy oil and 
grease build-up (i.e., kitchens, machine shops, automo-
tive repair areas, oil change areas, etc.) is a strong 
alkaline-based, heavy-duty detergent/degreaser capable 
of emulsifying oils.

Difficult soil (stubborn grease deposits, black rubber heel 
or tire marks, etc.) can be removed with solvents such as 
Trichlorethane or Xylol.  Use sparingly and exercise 
extreme caution when using solvents.  Rinse thoroughly 
after use.

CLEANING METHOD
For a smooth finished floor:  Easy to clean by usual 
methods of sweeping, buffing, mopping, etc.  Change 
water frequently and rinse mops often.  Note surface 
may be slippery when wet.

For a light to coarse textured floor:  Mix 
cleaner/degreaser with hot water as recommended by 
detergent manufacturer.  Disburse solution using 
mechanical scrubber or a stiff bristle broom.  Allow the 
solution to soak for 10-15 minutes.  If mechanical scrub-
ber is used, the scrub pad used should be like the red or 
blue scrubbing pad manufactured by 3M Company.  
Rinse floor thoroughly and vacuum up all rinse water with 
wet/dry vacuum or squeegee into drain.  It is important to 
remove all of the cleaning solution from the floor.  Note a 
coarsely textured floor offers foot safety in wet areas.

For floors having a heavy volume of traffic and are wet or 
oily:  Clean thoroughly at least once a day, including 
sweeping entire floor, use a heavy-duty liquid 
detergent/degreaser.  Mix per manufacturer’s instruc-
tions, approximately 1:4 ratio hot water to cleaner (can 
vary ratio, depending on amount of grime accumulation).  
Sprinkle solution on floor or simply pour on floor.  Soak 
for 10-15 minutes (at times it may need 30-60 minutes 
soaking), then scrub vigorously with stiff bristled brush or 
electric floor scrubbing machine (do not let solution dry 
out).  Thorough rinsing is mandatory.  A light scrubbing 
may be necessary while rinsing to make sure the deter-
gent is completely rinsed off.  Three fresh water rinses 
are recommended.  A white residue will be present if not 
rinsed properly.  If the floor has a slippery feel to it once it 
has dried, the floor has not been cleaned properly and a 
second scrubbing may be required.  Cleaning may also 
be done with pressure washing equipment (max 1,000 
psi, 2 gpm delivery).
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