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PRODUCT DESCRIPTION

TMI Elastomeric Waterproof Coating 
is a liquid applied urethane coating 
that cures in hours to form a 
waterproof membrane with 
exceptional strength and flexibility.  It 
is spray and/or roll applied and 
adheres to most substrates, forming 
a chemical and abrasion resistant 
barrier.

It is ideally suited for the 
environmental requirements of waste 
containment for primary or secondary 
containment.  It forms the monolithic, 
impermeable liner required for 
decorative ponds and fountains, 
reservoirs, sumps and pits.  TMI has 
had great success with this coating in 
cooling tower basins and tanks.

TMI Elastomeric Waterproof Coating 
has a proven record of performance 
over 25 years in very demanding 
environments.  It continues to 
maintain flexibility and resilience 
while providing exceptional service in 
a broad range of applications:

• Forms a tough elastomeric 
 membrane to bridge 

 cracks and joints.
• Impervious to water and 
 most aqueous chemicals, 
 providing a long lasting tank 
 and pond liner.
• Asphalt extended urethane 
 formula provides superior 
 wear and weatherability.
• Fully adheres to and 
 bridges between common 
 construction materials such 
 as concrete, steel, other 
 metals, and wood.
• Complies with the toughest 
 VOC regulations.
• Excellent abrasion
 service for severe wear 
 applications.

APPLICATION

Surfaces must be clean and dry 
with no oils, grease or loose debris.  
Recommended coverage is 50 mils 
dry film thickness.

This product may be handled in 6 
hours and placed into service within 
24 hours.  For more severe service, 
wait at least 48 hours.

For potable water, additional time is 
required prior to placing into service.

CHEMICAL RESISTANCE

Chemical resistance is generally very 
good for mineral and organic acids, 
oxidizing agents and also alkali 
solutions; generally poor for solvents.  
Coating is resistant to chemicals 
used in treating cooling tower water.
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